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Symbol Material flow

W a s t e

G a s

A i r

S l a g

S a n d

Incombustibl

S t e e l

A l u m i n u m

F l y a s h

Water/Wastewa

C h e m i c a l s

▲Slag

▲Steel

▲Aluminum

▲Solidified fly ash

Secondary
air blower

Forced draft fan

Into waste pit

Dumping box

Secondary
combustion
chamber

Melting
furnace

Fluidized-bed
gasification furnace

Aluminum
bunker

 Steel bunker

Steel

Sand circulation elevator

Incombustibles
discharger

Sand
storage
tank Sand

screen

Incombustibles
conveyor

Magnetic separator

Non-ferrous metal separator

Deodorizer

Combustible
Waste

Incombustibles
crusher

Crushed incombustible
conveyor

Crushed
incombustible

hopper

Incombustibles
storage hopper

Waste crane

Waste hopper

Crushed
waste hopper

Platform

Waste
dumping door

Waste
pit

Central control
 room

Crusher

Storage tank for wastewater
from waste pit

Feeder

Feed conveyor

Truck scale

Preheater
for secondary air

Preheater for primary air

Recycled as resourceRecycled as resourceRecycled as resource

Waste
heat
boiler

Gas cooling
chamber

Slag
storage
hopper

Incombustibles
bunker

Aluminum Slag

Cooling water

Slag conveyor

Fly ash conveyor
Slag cooler

Dechlorination
residue storage

hopper

Container

Fly ash
storage
hopper

Dechlorination
residue

Bag filter (1) Bag filter (2)

Heavy metals
treatment agent

Solidified
fly ash

Alkaline reactant

Activated
 carbon

Air blower for white

plume prevention

Retention conveyor

Kneading machine

Incombustibles
screen

Slag secondery
crusher

Slag crusher

Economizer
Air preheater for 

white plume prevention

Compressed air

Generator

In-plant use of hot water
/reduction facilities

Self-generated power

Landfill

Recovered 
hot water

Steam　

Hot water tank

Crushed
incombustible 
storage hopper

Stack
Induced draft fan

Steam

Steam

Exhaust gas reheater

Aqueous ammonia

Catalytic
reaction tower

Incombustibles

Condensate

Steam

Condensate

Steam


